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1. Graphical touchscreen control
panel.

2. Pneumatic media alignment
bar makes loading sheets fast
and accurate.

3. Multi-sheet media alignment
pins.

4. Pneumatic input/output
media rollers hold warped
media flat throughout the
print zone.

5. Storage for supplies and
accessories. 

6. Four 3-liter ink storage with
easy access.

7. Optional roll feed supply and
take-up system supports
media up to 98.4 inches (2.5
m) wide on 2 or 3 inch cores.

8. Variable vacuum belt-driven
media feed with15 vacuum
zones.

HP Scitex FB910 Printer
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The HP Scitex FB910 Printer is
designed for high productivity
environments and delivers high
quality graphics on inexpensive
rigid or flexible roll materials.
Ideal for  applications such as:

· POP

· Interior decorations

· Informational signage

· Banners    

Shown with optional roll fed accessory.

Shown with standard roller table.
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Auto-set Calibration
Analyzes dot placement of printed patterns and
automatically sets the head-to-head and bi-
directional alignment to compensate for print speeds
and media thickness.
Auto-jet Calibration
Eliminates banding in prints and prolongs the useful
life of printheads by mapping out jets that are not up
to performance standards and compensating with
other jets.

Color Calibration
The onboard spectrophotometer supplies color data
to the external HP Software RIP's color management
system. The color management system then adjusts
the color to ensure accurate and consistent color.

Auto-tune Scheduler
Schedules the AutoJet Calibration to occur during
unattended roll-fed print runs to ensure maximum
print quality and minimize waste or reprints.

Auto-edge and Media Out Detection
Detects left and right edges of media and
automatically positions the print image to the media
location(s). Great for accurate two-sided printing.

Color Profiling
Prints and scans hundreds of color swatches to allow
the HP Software RIP's color management system to
create custom ICC color profiles for your favorite 3rd
party media.

Automatic productivity features for great quality, easy operation, and low
maintenance
The HP Scitex FB910 Printer incorporates an Advanced Automation Eye, consisting of a high-
resolution image sensor and colorimetric spectrophotometer, that automates printer setup and
head calibration. The Automation Eye not only saves operator time, it also ensures accurate
and consistent image quality. Here’s how:

HP Scitex FB910 Printer optional accessories at a glance

HP Scitex FB900 Second Set Roller Panel
HP Scitex FB900 Roll to Roll Upgrade
RIPs
HP with Color Profiling RIP Software
HP RIP Software



Technical specifications

200-240 VAC, 3-phase, 50/60 Hz, 16 Amps maximum
Customer-supplied compressed air, 80-120 psi 

68° to 85° F (20° to 30° C)
20% to 80% Relative Humidity, non-condensing

One year on-site parts and labor.
Extended warranties available.

CE, c-UL, UL, FCC-A, RoHS certified.

For more information, visit our website at www.hp.com

Print speed
Production (600 x 600 dpi)
Billboard (600 x 600 dpi)
Production (600 x 300 dpi)
Billboard (600 x 300 dpi)

Print resolutions
Print technology
Technology resolution 
Print Volume 
Ink

Ink types
Print cartridge colors
Ink cartridge size 
Ink drop 
Printhead
Nozzles
Cleaning Solution

Memory
Media 

Handling
Rigid media support

Roll-fed media support

Thickness
Maximum width 
Maximum roll size

Print margins 

Maximum print length
Print accuracy 
Interface
UV energy source

Shipping Dimensions 
Weight
Height
Depth
Width

Assembled dimensions
Weight
Height
Depth
Width

What's in the box

225 ft2/h (20.9 m2/h) 
438 ft2/h (40.7 m2/h)
438 ft2/h (40.7 m2/h)
811 ft2/h (75.4 m2/h)
600 x 600, 600 x 300 dpi
16 piezo inkjet printheads. Drop size approximately 25 picoliters.
600 x 600 dpi
2000 to 5000 average m2/month, 21,500 to 53,800 average ft2/month

HP Scitex FB240 UV pigment inks
Cyan, magenta, yellow, black
3 liter ink boxes with quick disconnect
25 pl
16 printheads (4 per color)
1536 nozzles (384 per color) 
HP UV Printhead Flush, 1-liter bottle
2 GB

Vacuum belt media drive for easy loading and accurate media feeding.
Front and rear roller tables support rigid materials up to 98.4 inches/250
cm in width and 80 inches/200 cm in length. A second set of roller tables
(optional) support rigid materials up to 150 inches/380 cm in length.
Optional Supply & Take-up system supports up to 98.4 inch/2.5 m wide roll-
fed media on 2 or 3 inch cores.
Up to 2.75 in/7 cm
98.4 in/250 cm (rigid and roll)
9 in/22.8 cm outside diameter
0.25 in/0.64 cm right and left margin on flexible media. 
Edge-to-edge, full bleed printing on rigid media
Limited only to length of supported media. 
0.1%
100 Megabit VideoNet
Dual 850-watt shuttered UV lamps. User-selectable control of Shuttered, Low,
and High settings for leading and trailing lamps.

3070 lb/1395 kg
74 in/188 cm
55.5 in/141 cm
216.5 in/550 cm

selbat htiwselbat tuohtiw
1675 lb/761 kg 1825 lb/830 kg

mc 061/ni 36mc 061/ni 36
mc 703/ni 121mc 421/ni 94

179 in/454 cm 179 in/454 cm

12-liters HP Scitex FB240 ink, 1-liter UV printhead flush, input and output roller
tables, 25 ft VideoNet interface cable, documentation, supplies and
accessories

Electrical
Air pressure

Operating temperature
Operating humidity

Warranty

Agency compliance/Certification

© 2008 Hewlett-Packard Development Company, L.P. The information contained herein is subject to change without notice. The only  warranties for HP products and services are
set forth in the express warranty statements accompanying such products and services. Nothing herein should be construed as constituting an additional warranty. 
HP shall not be liable for technical or editorial errors or omissions contained herein.  

HP Scitex FB910 Printer

Ordering information

CH108AHP Scitex FB910 Printer

Inks
CH130AHP Scitex FB240 Cyan Ink
CH131A HP Scitex FB240 Magenta Ink
CH132AHP Scitex FB240 Yellow Ink
CH133AHP Scitex FB240 Black Ink
CH122AHP UV Printhead Flush

RIPs
CH224A HP with Color Profiling RIP Software
CH225A HP RIP Software
CH226A HP RIP Software Upgrade
CH228A Onyx® PosterShop® RIP Software
CH229A Onyx® ProductionHouse® RIP Software

HW accessories
CH234A HP Scitex FB910 UV Replacement Lamp
CH235A HP Scitex UV Ink Filter 
CH236A HP Scitex 4-Pack UV Ink Filter 
CH237A HP Scitex UV Lamp Air Filter 
CH240A HP Scitex FB900 Second Set Roller Panel
CH241AHP Scitex FB900 Roll to Roll Upgrade
CH242A HP Scitex FB900 Phase Converter Plug Kit

4AA1-7102ENW

Operating environment

Contact your
HP Elite Partner
1-866-789-5542


