






Print Speed(8

Up to 22.8 m2/hr (246 ft2/hr)
Media
Handling Roll feed, take-up reel, automatic cutter for vinyl, paper-based media, backlit 

polyester film, and thin banners
Types Banners, vinyls, films, fabrics, papers, mesh with liner
Size 42-in models: 58 to 106.7-cm (23 to 42-in) rolls

60-in models: 58 to 152.4-cm (23 to 60-in) rolls
Loading Up to 40 kg (88 lb) rolls, up to 18 cm (7.09 in) outside diameter, up to 24 kg 

(53 lb) on the take-up reel
Thickness Up to 0.5 mm (19.7 mil)
Printing modes(8

4-pass bidirectional 22.8 m²/h (246 ft²/hr)
4-pass unidirectional 15.4 m²/h (166 ft²/hr)
6-pass bidirectional 16.5 m²/h (178 ft²/hr)
6-pass unidirectional 10.3 m²/h (111 ft²/hr)
8-pass bidirectional 10.6 m²/h (114 ft²/hr)
8-pass unidirectional 7.9 m²/h (85 ft²/hr)
10-pass bidirectional 9.0 m²/h (97 ft²/hr)
10-pass unidirectional 6.3 m²/h (68 ft²/hr)
12-pass bidirectional 7.6 m²/h (81 ft²/hr)
12-pass unidirectional 5.1 m²/h (55 ft²/hr)
16-pass bidirectional 6.3 m²/h (68 ft²/hr)
16-pass unidirectional 3.9 m²/h (41 ft²/hr)
18-pass unidirectional 3.4 m²/h (37 ft²/hr)
Printing
Print resolution 1200 x 1200 dpi
Margins                          
(top x bottom x left x right)

5 x 5 x 5 x 5 mm (0.2 x 0.2 x 0.2 x 0.2 in)

Technology HP Latex Printing Technologies
Ink types HP Latex Inks
Ink colors Cyan, magenta, yellow, black, light cyan, light magenta
Ink drop 12 pl
Ink cartridge size 775 ml
Printheads 6 (2 x yellow/black, 2 x cyan/light cyan, 2 x light magenta/magenta)

Nozzles 2112 per printhead (2 colors per printhead, 1056 nozzles per color)
Maximum print length No physical limit (determined by RIP software or media roll length)(9

Connectivity
Interfaces (standard) 1 Gigabit Ethernet (1000Base-T) port
Dimensions (w x d x h)
Printer 42-in models: 1985 x 690 x 1370 mm (78 x 27.5 x 54 in)

60-in models: 2465 x 690 x 1370 mm (97 x 27.5 x 54 in)
Shipping 42-in models: 2230 x 810 x 1184 mm (87.8 x 31.9 x 46.6 in)

60-in models: 2690 x 810 x 1184 mm (105.9 x 31.9 x 46.6 in)
Weight
Printer 42-in models: 161 kg (355 lb)

60-in models: 181 kg (399 lb)
Shipping 42-in models: 250 kg (550 lb)

60-in models: 310 kg (682 lb)
What’s in the box

Printer, printheads, cleaning cartridge, cleaning container, ink funnel, 
printer stand, take-up reel, maintenance guide, setup poster, site guide, 
documentation software, power cords

Environmental ranges
Operating temperature 15 to 30° C (59 to 86° F)
Recommended operating 
temperature

18 to 25° C (64 to 77° F)

Storage temperature -25 to 55° C (-13 to 131° F)
Recommended operating 
humidity

20 to 80% RH (non-condensing)

Acoustic
Sound pressure, active 56 dB(A)
Sound pressure, standby 39 dB(A)
Sound power, active 7.5 B(A)
Sound power, standby 5.1 B(A)
Power consumption
Maximum 42-in models: 3.5 kW (two power cords)

60-in models: 4.8 kW (two power cords)
Heat dissipation 42-in models: 12.3 kBtu/hr

60-in models: 16.4 kBtu/hr
Powersave < 17 watts (as per Energy Star rules)
Off 0.4 watts (two power cords)
Power requirements 42-in models: Input voltage (auto ranging) 200 to 240 VAC (-10% +6%), 50/60 

Hz (+/- 3 Hz), 13 A max per power cord
60-in models: Input voltage (auto ranging) 220 to 240 VAC (-10% +6%), 50/60 
Hz (+/- 3 Hz), 15 A max per power cord

Certification
Safety USA and Canada (CSA certified), EU (LVD and EN 60950-1 compliant), 

Russia (GOST), China (CCC)
Electromagnetic Compliant with Class A requirements, including: USA (FCC rules), Canada 

(ICES), EU (EMC Directive), Australia (ACMA), New Zealand (RSM), China 
(CCC), Japan (VCCI), Korea (KCC)

Environmental WEEE, EU RoHS, China RoHS, REACH, EuP, FEMP
ENERGY STAR® qualified models see: http://www.hp.com/go/energystar
Warranty

One-year limited hardware warranty; 8-hour, 5 days a week phone support
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FOR MORE INFORMATION, VISIT OUR WEBSITE AT
WWW.HP.COM/GO/DESIGNJETL25500

Product
CH955A HP Designjet L25500 42-in Printer
CH956A HP Designjet L25500 60-in Printer
Accessories
CQ154A HP Designjet L25500 42-in Printer Spindle
CQ155A HP Designjet L25500 60-in Printer Spindle
Original HP printheads
CH612A HP 789 Yellow/Black Designjet Printhead
CH613A HP 789 Cyan/Light Cyan Designjet Printhead
CH614A HP 789 Light Magenta/Magenta Designjet Printhead
Original HP ink cartridges
CH615A HP 789 775-ml Black Latex Designjet Ink Cartridge
CH616A HP 789 775-ml Cyan Latex Designjet Ink Cartridge
CH617A HP 789 775-ml Magenta Latex Designjet Ink Cartridge
CH618A HP 789 775-ml Yellow Latex Designjet Ink Cartridge
CH619A HP 789 775-ml Light Cyan Latex Designjet Ink Cartridge
CH620A HP 789 775-ml Light Magenta Latex Designjet Ink Cartridge
Original HP maintenance supplies
CH621A HP 789 Designjet Printhead Cleaning Cartridge
CH622A HP 789 Designjet Printhead Cleaning Container
Original HP printing materials
Banners

HP Durable Frontlit Scrim Banner
HP Outdoor Frontlit Scrim Banner
HP Backlit Scrim Banner
HP HDPE Reinforced Banner—recyclable(6

Self-adhesive materials
HP Permanent Gloss Adhesive Vinyl 
HP Permanent Matte Adhesive Vinyl
HP One-view Perforated Adhesive Window Vinyl—new
HP Air Release Adhesive Gloss Cast Vinyl—new
HP PVC-free Gloss Adhesive Film—new

Polyester fabric
HP Wrinkle-free Flag with Liner—recyclable(6

HP Heavy Textile Banner—recyclable(6

HP Light Textile Display Banner—new, recyclable(6

Papers
HP Blue Back Billboard Paper
HP Photo-realistic Poster Paper—recyclable(6

HP White Satin Poster Paper—new, recyclable(6

HP PVC-free Wall Paper—new
Mesh

HP Mesh Banner with Liner
Specialty

HP Satin Canvas
HP DuPont™ Tyvek® Banner—recyclable(6

Service and support
US218E 3 year, Next business day, Onsite, Designjet L25500 60-inch Support
US211E 3 year, 4 hour response 13 by 5 Onsite, Designjet L25500 60-inch Support
US212PE 1 year, Post Warranty, Next business day, Onsite, Designjet L25500 60-inch Support
US206PE 1 year, Post Warranty, 4 hour response 13 by 5 Onsite, Designjet L25500 60-inch Support
US203E 3 year, Next business day, Onsite, Designjet L25500 42-inch Support
US196E 3 year, 4 hour response 13 by 5 Onsite, Designjet L25500 42-inch Support
US197PE 1 year, Post Warranty, Next business day, Onsite, Designjet L25500 42-inch Support
US191PE 1 year, Post Warranty, 4 hour response 13 by 5 Onsite, Designjet L25500 42-inch Support

TECHNICAL SPECIFICATIONS

ORDERING INFORMATION

8) Speed based on printing using full width (152.4 cm/60 in). Measured on an HP Designjet L25500 
60-in Printer.

9) Recommended up to 30 m (100 ft) 

For more HP large-format printing materials and sizes please visit us online at: 
www.hp.com/go/designjet/supplies
Software: For HP Certified third-party RIP solutions, please visit us online at:  
www.hp.com/go/L25500/solutions
See Site Preparation Guide requirements to ensure complete compliance with all 
installation and operation requirements, safety procedures, warnings, cautions, and 
local regulations. Download this and other manuals from:
www.hp.com/go/L25500/manuals
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